
16-Mar-15  

(SUMMER) (WINTER) People (Basis of 
design)

SPECIAL VENTILATION

SBN FD

DETECTOR SPACE (BELOW 
GRADE)

HVAC
DETECTOR RACKS & 

CRYO EQUIP? Assume 
40 kw of Heatload

78F +/- 5F 60F min
55% RH max , No 

minimum RH
NO REMNT

DOES NOT APPLY BUT 
HAVE AVAILABLE IN 

HVAC SEQUENCE
TBD

10,000 cfm ventilation for 
ODH.  Assumes fans 

operate only in emergency 
conditions

UPPER HIGHBAY HVAC RACKS? TBD 78F +/- 5F 65F min
55% RH max, No 

minimum RH
NO REMNT

DOES NOT APPLY BUT 
HAVE AVAILABLE IN 

HVAC SEQUENCE
TBD

PRESSURIZED VESTIBULE V NONE NONE 60F min NO REQMNT NO REMNT DOES NOT APPLY 

STAIR HV NONE NONE 60F min NO REQMNT 0.1" WC DOES NOT APPLY NONE
Stairs pressurized in 

emergency conditions only

ELEC ROOM HV MISC
AMBIENT 

VENTILATION
65F min NO REQMNT NO REMNT DOES NOT APPLY NONE NONE

MECH ROOM HV MISC
AMBIENT 

VENTILATION
65F min NO REQMNT NO REMNT DOES NOT APPLY NONE NONE

COMPUTER ROOM 
(Mezzanine)

HVAC 19 Racks 78F +/- 5F 68F min
55% RH max  , No 

minimum RH
NO REMNT DOES NOT APPLY NONE NONE

SBN ND

DETECTOR SPACE (BELOW 
GRADE)

HVAC
DETECTOR RACKS & 
CRYO EQUIP? TBD

78F +/- 5F 60F min
55% RH max , No 

minimum RH
NO REMNT DOES NOT APPLY TBD

TBD cfm ventilation for 
ODH.  Assumes fans 

operate only in emergency 
conditions

UPPER  / LOADING DOCK  ? TBD NONE 65F min NONE NO REMNT DOES NOT APPLY NONE
PRESSURIZED VESTIBULE V NONE NONE 60F min NO REQMNT NO REMNT DOES NOT APPLY 

STAIR  NONE NONE 60F min NO REQMNT 0.1" WC DOES NOT APPLY NONE
Stairs pressurized in 

emergency conditions only

LarTF (reference)

CYLINDER AREA HVAC 78-80F 60F 55% RH max , No 
minimum RH none 20 people

7500cfm under ODH 
accident (later a minimum flow 

was include)

STAIRWAYS HVAC NONE 60 to 80F 60F min 55% RH max , No 
minimum RH

0.5"WC to 
1"WC

LOADING DOCK none NONE na 65F min

COMPUTER ROOM HVAC
12 racks @ 
2.5kw/rack

50% RH max, no 
min RH

HVACLOCATION
TEMPERATURE VENTILATION

72 to 75F

HUMIDITY PRESSURE
OCCUPANCY 
SCHEDULE

LOADS
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